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(2)ADVANTX VMP /LCN+/OMEGA 1V/DLX /IDF /MACLAB/CRS—PC

S
=

i

B & ® O O o

(o)}
(@]

62

61

o8
1.8 |

29)_0”

(" ROOM DIVENSIONS LENGTH & WIDTH CENG HEGHT ) o 1 2 3 & 5 & 7 & o 10
MINIMUM: 26-0" x 20-6" [7.92m x 6.24m] | 9—4" [2845M] | T T T T T r 11
SEE APPENDIX ”A” FOR POWER SPECIFICATIONS
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AND KEYBOARD

ITEM QUANTITY
<:> F ITEM DESCRIPTION WEIGHT ~ |HEAT OUTPUT
(1) | 1 |REMOTE ACQUISITION UNIT 1S les
2) |1 XT SUSPENSION WITH FOUR TV/'S ON 595 lbs| 1201 k+tu
& | |SBYNTTEPALANEED TR Chbe te7 te=p 190 bRy
(4) | 1 |DLX ELECTRONICS CABINET SS90 lbs| 5119 ktu
(5) | 1 |[ADVANTX—E SYSTEM CABINET SS90 lbs| 3276 ktu
(6) | 1 [WATER CHILLER <LATERALD> 229 lbs| 6143 kb+tu
(7) |1 |WATER CHILLER 229 lbs| 6143 kb+tu
1 [DIAMENTOR LABEL PRINTER 4 lbs
(9) | 1 |BOLUS CHASE HANDSWITCH 2 lbs
1 [DIAMENTOR CONTROL 8 lbs
AP 1|17 in MONITOR ON WALL SUPPORT S2 lbs 204 btu
({2 | 1 |DLX DIGITAL CONSOLE AND KEYBOARD 41 lbs 767 btu
(43 | 1 |[DLX DIALOG DISPLAY 1S lbs
1 [DLX KEYPAD 4 lbs
(459 | 1 |DPERATORS CONSOLE 1S lbs 194 btu
1 |IDF cONTROL 2 lbs
47 | 1 |ADVANTX-E SYSTEM CABINET <LATERAL> SS90 lbs| 3276 ktu
1|17 in MONITOR ON WALL SUPPORT s2 ks 204 b+tu
1 [CARDIAC REVIEW STATION 110 lbs 750 k+tu
1 [ADVANTX VMP 100 GENERATOR <LAT> 1358 lbs| S119 btu
() | 1 |STEP DOWN TRANSFORMER 44 leos 682 btu
@2 | 1 |IDF ELECTRONICS — LATERAL S0 lks| 1706 btu
@3 | 1 |1DF ELECTRONICS S0 lks| 1706 btu
1 |[ADVANTX VMP 100 GENERATOR 1358 lbs| S119 btu
¢ | 1 |POSITIONER CABINET 859 lbs| 3276 ktu
1 |LCN+ POSITIONER WITH IMAGE 1543 lbs

INTENSIFIER, ¢CREFERENCE TABLE BASE-

PLATE DETAIL FOR FLOOR MOUNTING

INFORMAT ION>
@) | 1 |LATERAL POSITIONER BRIDGE MOUNT 1655 lbs

ASSEMBLY MOUNTED FROM CEIL ING

SUPPORTS
4 [LONGITUDINAL STATIONARY RAIL €8 lobs
1 |[OMEGA IV/V TABLE WITH ROTATING TOP 1300 lbs 614 btu
1 [MAC-LAB CONSOLE, INCLUDES MONITORS 83 lbs| 1109 btu
NI

ENVIRONMENT

Ambient Operation Temperature: 55-75" (F)
Allowable Temperature Change: 15" (F) per hour
Humidity: 20-80 percent non condensing
Allowable Humidity Change: 10 percent per hour
kMOX — Altitude: 8000 ft. above sea level
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CUSTOMER/CONTRACTOR SUPPLIED AND INSTALLED ITEMS

CABLE DRAPE RAIL
COUNTER TOP WITH BASE CABINETS

MAIN DISCONNECT, REFERENCE JUNCTION
POINT A’ ON SHEET E1 FOR DETAILED
DESCRIPTION

<14. S W X 24 H X S, 75 IN. D>

CUSTOMER SUPPLIED SHELF

MINIMUM DOOR OPENING FOR EQUIPMENT
DELIVERY IS 44 IN.,. W X 83 IN., H
C1118MM X 2108MM1, CONTINGENT

ON A 96 IN., [ 2438MM] CORRIDOR WIDTH




