ULTRASOUND
LOGIQ 700

THE EQUIPMENT ILLUSTRATED IN THIS PACKAGE REPRESENTS A TYPICAL SET OF PLANS TO SUGGEST LOCATIONS FOR GE MEDICAL SYSTEMS EQUIPMENT AND ASSOCIATED APPARATUS, ELECTRICAL DETAILS, AND ROOM ARRANGEMENTS. IT IS NOT TO BE USED FOR ACTUAL CONSTRUCTION PURPOSES AND THE COMPANY HEREBY DISCLAIMS RESPONSIBILITY FOR ANY DAMAGE RESULTING THEREFROM.

TYPICAL FINAL INSTALLATION DRAWINGS

PROJECT NO.: tp0260
REVISION: 00
DATE: 1/4/99
DONE BY: PM
GENERAL SPECIFICATIONS

- The required ceiling height indicated on these plans is to insure equipment function is not inhibited. Consult with your local GE/MS installation specialist regarding acceptability of other ceiling heights. 8’-0” minimum.

- Clear door openings for moving equipment into building must be 32” W x 78” H min. or larger, contingent on an 4’-0” corridor width.

- Check all door openings and elevators from delivery location to where equipment is to be installed.

- Radiation protection is not required for an ultrasound exam room.

- The development of the equipment layout, room dimensions, mechanical and electrical suggestions is predicated upon the best information obtainable from the site, coupled with the customer’s known desires. Architectural or electrical changes including relocation of equipment illustrated on this drawing is allowed only with notification, in writing, and review by GE/MS service department. Equipment operation, serviceability, and restricting cable lengths, etc., make this essential for a proper installation. GE/MS reserves the right to make on the job changes because of customer requirements and/or obstacles in construction, etc..

- All work to be in compliance with national and local building safety codes.

- Dimensions are to finished surfaces of room

SITE ENVIRONMENT SPECIFICATIONS

- Ambient operating temperature: 59 to 86 degrees (F), 15 to 30 degrees (C). Maximum allowable temperature change of 15 degrees (F)/hour.

- Humidity: 5 to 85 percent non-condensing, maximum allowable change of 10 percent/hour.

- Altitude: Not to exceed 10,000 ft. above sea level.

- The environment for the sonograph must be controlled so the above restrictions are not exceeded.

MAGNETIC INTERFERENCE SPECIFICATIONS

- Ultrasound unit must be located in ambient static magnetic fields of less than 1 gauss to guarantee specified imaging performance.
## GE Equipment Listing

**NOTE:** Local conditions may dictate that items identified in this category be installed by others.

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>QUANTITY ORDERED</th>
<th>ITEM DESCRIPTION (* = EXISTING/REINSTALL)</th>
<th>WEIGHT</th>
<th>HEAT OUTPUT</th>
<th>DETAIL NO.</th>
<th>STRC PLAN</th>
<th>ELEC PLAN</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>1</td>
<td>LOGIQ 700 ULTRASOUND UNIT</td>
<td>794 lbs</td>
<td>6502 btu</td>
<td>---</td>
<td></td>
<td>S</td>
</tr>
</tbody>
</table>

### Ancillary Items

**Customer/Contractor Supplied and Installed Items**

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>ITEM DESCRIPTION (* indicates existing)</th>
</tr>
</thead>
<tbody>
<tr>
<td>60</td>
<td>OPERATORS CHAIR</td>
</tr>
<tr>
<td>61</td>
<td>MINIMUM DOOR OPENING FOR EQUIPMENT DELIVERY IS 32 IN. W X 78 IN. H (813MM X 1981MM), CONTINGENT ON A 60 IN. (1524MM) CORRIDOR WIDTH</td>
</tr>
<tr>
<td>62</td>
<td>PATIENT BED</td>
</tr>
</tbody>
</table>

---

**Equipment Layout**

SCALE: 1/4” = 1’-0”

---

3 OF 5
**LOGIQ 700 POWER SPECIFICATIONS**

**VOLTAGE**
POWER TRANSIENTS MUST BE LESS THAN 25% OVER NOMINAL PEAK VOLTAGE FOR LESS THAN 1 ms FOR ANY TYPE OF TRANSIENT. THIS INCLUDES LINE FREQUENCY, SYNCHRONOUS, ASYNCHRONOUS, OR APERIODIC TRANSIENTS.

IF THE SITE’S POWER LINE VOLTAGE DOES NOT MEET THE REQUIREMENTS OUTLINED, IT IS SUGGESTED THAT A FERRO RESONANT UNINTERRUPTABLE POWER SUPPLY (UPS) BE PROVIDED. A TAP SWITCHING LINE CONDITIONER IS NOT RECOMMENDED AS IT CAN HAVE LARGE SWITCHING TRANSIENTS WHICH MAY EXCEED THE MAXIMUM LEVEL SPECIFIED FOR THE LOGIQ SYSTEM.

**INRUSH CURRENT**
FOR THE 120 V, 20 A SITE, INRUSH CURRENT IS 50 TO 175 A FOR UP TO 4 ms. FOR OTHER SYSTEM POWER CONFIGURATIONS WITH THE V2 MACHINE, INRUSH WILL BE LESS THAN 70 A.

**CIRCUIT BREAKER**
IT IS RECOMMENDED THAT THE BRANCH CIRCUIT BREAKER FOR THE MACHINE BE READILY ACCESSIBLE. IT SHOULD HAVE AT LEAST 5 TIMES THE RATED CURRENT TOLERANCE.

**POWER OUTLETS**
The AC POWER OUTLET MUST BE WITHIN 8 FEET (2.5M) OF THE UNIT. OTHER OUTLETS ADEQUATE FOR THE EXTERNAL PERIPHERALS, MEDICAL AND TEST EQUIPMENT NEEDED TO SUPPORT THIS UNIT MUST ALSO BE PRESENT WITHIN 3.2 FEET (1M) OF THE UNIT. ELECTRICAL INSTALLATION MUST MEET ALL CURRENT LOCAL, STATE AND NATIONAL ELECTRICAL CODES.

---

**POWER DEMAND**

<table>
<thead>
<tr>
<th>COMPONENT</th>
<th>MAX DEMAND KVA</th>
<th>CURRENT (AMP)</th>
<th>VOLTAGE (NOMINAL)</th>
<th>PHASE</th>
<th>REGULATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>LOGIQ</td>
<td>3</td>
<td>20</td>
<td>120</td>
<td>1</td>
<td>10</td>
</tr>
<tr>
<td></td>
<td>2.2</td>
<td>10</td>
<td>220</td>
<td>1</td>
<td>10</td>
</tr>
</tbody>
</table>

**OUTLET KEY**
- **Hospital Grade Outlet**
- **Dedicated Analog Phone Line for InSite Connection**
- **Network Outlet**

---

**ULTRASOUND EXAM ROOM**

**ELECTRICAL PLAN**

SCALE: 1/4” = 1’-0”

4 OF 5