RECOMMENDED CEILING HEIGHT
8'-0" [2438mm]

MINIMUM: 16'-0" x 10'-0" [4.87m x 3.05m] 8'-0" [2.44m]
1. Xeleris Workstation 55 lbs
2. Color Printer
3. UPS System 33 lbs
4. Millennium Gantry with IPS 1895 lbs
5. Square Head Detector 423 lbs
6. Limit of Table Travel
7. Imaging Table 804 lbs
8. Millennium Collimator Storage Cart 346 lbs
9. R-Wave Trigger Unit 19 lbs
10. Acquisition Mobile Cart Inclusive of Monitor and Keyboard 105 lbs
11. Acquisition Computer 33 lbs

Customer/Contractor Supplied and Installed Items

Minimum door opening for equipment delivery is 45 in. W x 80 in. H [1143mm x 2083mm], contingent on a 84 in. [2134mm] corridor width.

Optional wall protection from collimator cart. Also, finished flooring could be subject to damage during movement and being parked for a long period. Sufficient flooring must be used to prevent damage.

Main disconnect. Reference junction point ‘A’ on sheet E1 for detailed description.

Operators Chair

59–81° F [15–27° C]
5° F [3° C] per hour
20–80 percent non condensing
5 percent per hour
N/A